




































































Manual Cessna 182

WARNING: Do not attempt to catch the airplane or injury may result. Turn the motor off prior to touchdown in

(0]

rder to preventdamage to the wing and/or propeller.

EXPERT TIP: As you get more experienced at flying, try adding a bit of UP elevator (pull back on stick) just
before touchdown to “flare” the plane. With some practice, your landings will be smooth and on target.

IfaCrash Occurs

If you happen to crash and part of the foam wing or tail breaks, it can be repaired using packing tape to cover
missing pieces. If damage is severe or if the wing or tail is bent, replace damaged parts immediately. See the
following pages for a complete replacement parts list.

Warnings and Safety Checklist

. Read and follow this manual, observing all instructions and safety directions. If you do not do this, serious
injury and damage can occur. Think safety first.

. Keep propeller away from all body parts at all times! Beware of loose clothing or hair becoming entangled
in the propeller.

. Never fly when it is too windy or you may lose control of the airplane. Never fly near people, vehicles, train
tracks, buildings, power lines, water, hard surfaces, or trees, and never attempt to catch the airplane.

. Adult supervision is recommended for ages 12 and under.

. Only use a battery charger intended for use with the airplane battery. We recommend using the charger
that comes with your airplane. Never leave the charger unattended while charging! During charging, place
the battery and charger on a heat-resistant surface. Do not place them on carpet or upholstery.

.Never cutinto the battery charger or airplane wires, or serious injury can occur. Causing the battery to
short out (crossing negative and positive bare wires) can cause a fire, serious injury and damage.

. Hold the plane securely, and keep all body parts away from the propeller at all times.

. After you have finished flying, or at any time you have the radio system on, ALWAYS unplug the battery
prior to turning the transmitter off. ALWAYS turn on the transmitter prior to plugging flight battery in.

. Never fly on the same frequency as another RC vehicle in your area. Doing so will cause you, or the other
person, to lose control of the plane.

Success Tips

~NOo Oonh~

. Do not fly in winds over 7 mph, especially during first flights. Flying in too much wind is by far the number
one reason for crashes and flyaways.

. Choose the flying area carefully. A grassy field or soft ground that is about 600 feet in diameter is optimum.
It's also best to fly in an area with very few or no trees.

.ALWAYS fly the airplane UPWIND! Never allow your airplane to fly too far down wind, as it will get farther
and farther away from you. If you find that the plane has gotten down wind, reduce throttle and point the
nose directly into the wind to bring it back closer to you.

. Wear sunglasses on sunny days.

.Avoid flying directly overhead.

.Always make sure the flight battery is fully charged immediately prior to flying.

. Do not attempt maneuvers beyond your abilities.
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Manual Cessna 182

2006 Official AMA National Model Aircraft Safety Code

GENERAL

1) I will not fly my model aircraft in sanctioned events, air shows or model flying demonstrations until it has
been proven to be airworthy by having been previously, successfully flight tested.

2) I will not fly my model higher than approximately 400 feet within 3 miles of an airport without notifying the
airport operator. | will give right-of-way and avoid flying in the proximity of full-scale aircraft. Where
necessary, an observer shall be utilized to supervise flying to avoid having models fly in the proximity of
full-scale aircraft.

3) Where established, | will abide by the safety rules for the flying site | use, and | will not willfully or
deliberately fly my models in a careless, reckless and/or dangerous manner.

4) The maximum takeoff weight of a model is 55 pounds, except models flown under Experimental Aircraft
rules.

5) I will not fly my model unless it is identified with my name and address or AMA number on orin the model.
(This does not apply to models while being flown indoors.)

6) | will not operate models with metal-bladed propellers or with gaseous boosts, in which gases other than
air enter their internal combustion engine(s); nor will | operate models with extremely hazardous fuels
such as those containing tetranitromethane or hydrazine.

RADIO CONTROL

7) I will have completed a successful radio equipment ground range check before the first flight of a new or
repaired model.

8) I will not fly my model aircraftin the presence of spectators until | become a qualified flier, unless assisted
by an experienced helper.

9) At all flying sites a straight or curved line(s) must be established in front of which all flying takes place with
the other side for spectators. Only personnel involved with flying the aircraft are allowed ator in front of
the flight line. Intentional flying behind the flight line is prohibited.

10) | will operate my model using only radio control frequencies currently allowed by the Federal
Communications Commission. (Only properly licensed Amateurs are authorized to operate equipment on
Amateur Band frequencies.)

11) Flying sites separated by three miles or more are considered safe from site-to site interference, even
when both sites use the same frequencies. Any circumstances under three miles separation require a
frequency management arrangement, which may be either an allocation of specific frequencies for each
site or testing to determine that freedom from interference exists. Allocation plans or interference test
reports shall be signed by the parties involved and provided to AMAHeadquarters. Documents of
agreement and reports may exist between (1) two or more AMA Chartered Clubs, (2) AMAclubs and
individual AMA members not associated with AMA Clubs, or (3) two or more individual AMA members.

12) For Combat, distance between combat engagement line and spectator line will be 500 feet per cubic
inch of engine displacement. (Example:. 40 engine = 200 feet.) ; Electric motors will be based on
equivalent combustion engine size. Additional safety requirements will be per the RC Combat section of
the current Competition Regulations.

13) At air shows or model flying demonstrations, a single straight line must be established, one side of which
is for flying, with the other side for spectators.

14)With the exception of events flown under AMA Competition rules, after launch, except for pilots or helpers
being used, no powered model may be flown closer than 25 feet to any person. Under no circumstances
may a pilot or other person touch a powered model in flight.
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Additional Required Equipment

No additional equipment is required to complete your airplane. All you need are 8 AA batteries for the
transmitter.

Battery Warnings, Guidelines and Charging for LIPO batteries

Your airplane is available with a NIMH (green) battery or with a LIPO (red) battery. While the 11.1V 1100mAh
3-cell Lithium Polymer Battery Pack (CE-014) included in your Airplane features Charge Protection Circuitry
via the included 3-cell Lithium Polymer Charger (LC1208) to help ensure a safe charge every time, you
MUST read the following safety instructions and warnings before handling, charging or using the battery.
Note: Lithium Polymer batteries are significantly more volatile than the alkaline, Ni-Cd or Ni-MH batteries
used in RC applications . All instructions and warnings must be followed exactly . Mishandling of Li-Po
batteries canresultin fire. By handling, charging or using the included Li-Po battery you assume all risks
associated with lithium batteries. If you do not agree with these conditions, return your complete airplane
model in new, unused condition to the place of purchase immediately.

eYou must charge the included battery pack in a safe area away from flammable materials.

e Do not charge the battery when installed in the airplane.

eNever charge the battery unattended. When charging the battery you should always remain in constant
observation to monitor the charging process and react to potential problems that may occur.

e After flight, the battery must be cooled to ambient temperature before charging.

eYou MUST use the included 3-cell11.1V Li-Po Charger ONLY. Failure to do so may resultin a fire causing
personal injury and /or property damage. DO NOT use a Ni-Cd or Ni-MH charger.

e|f at any time during the charge or discharge process the battery begins to balloon or swell, discontinue
charging ordischarging immediately. Quickly and safely disconnect the battery, then place itin a safe, open
area away from flammable materials to observe it for at least 15 minutes. Continuing to charge or discharge
a battery that has begun to balloon or swell can resultin a fire. Abattery that has ballooned or swollen even
a small amount must be removed from service completely.
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R/C MODEL FUNLTD

Add:Room 910,9/F, Jin Fulai Building No.49-1 Dabao Rd Baocheng 28 district
Bao'an district Shenzhen China

Tel:0086-755-86224311 0086-755-86224211
Website: www.skyartec.com



